D.C High-power Induced
Polarization System

- SKW/10KW/15KW/20KW

WDJS-3 IP Receiver
(singel channel)

WDJS-3 IP Receiver
(6/12/20 channel for
option)

Applications: Main features:

* Metal and non-metal mineral resources prospecting ¢ Multi-channel for option with a high working

. efficiency
 Under groundwater exploration

e Multi-configuration from 3kw to 20kw for

* Engineering geology investigation different requirements.

* Support software synchronization, quartz clock
synchronization and GPS synchronization

WDZ-58 Recti

operation.

e Built-in real time clock

* Mass memory capacity up to 1GB

e USB communication

+ Large LCD display, English edition interface

A Transmitting electrode B Transmitting electrode
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Transmitting System
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WDFZ-5T/10T/15T/20T IP Transmitter

Model WDFZ-5T WDFZ-10T WDFZ-15T
Max transmitting +1200V
voltage

Max transmitting L6A L10A L15A
current

Current measuring 10.2% +1 LSB
accuracy

Power supply interval

Output waveform cycle is 1:1.

Current storage
interval

Mass memory capacity 1 GB

WDFZ-20T

+20A

48, 885, 168, 328, 64S, 1288, 256S

+,0ff, -,0ff, bipolar and symmetrical waveform and duty

1~30 minute, programmable, step is one minute

Communication port USB serial port

Large LCD display 240*128 dot-matrix graphic LCD
Power Feurce ofthe 12V9Ah rechargeable lithium battery
instrument

Working temperature -10°C~+50°C

Storage temperature -20°C~+60°C

Volume
Weight

7.8kg

406 mm * 330 mm * 174 mm

WDJS-3 Sereis IP Receiver

Model WDJS-3

Time-share channel 1
Simultaneous channel 1
Max electrode 2
Primary potential Vp
Apparent polarizability
SP compensation
Input impedance
Power supply cycle
Turn-off time

Time window
Stacking times
Industrial interference
suppression

Sync mode

Memory capacity
Communication
Working temperature
Storage temperature
Power source

weight

Dimension

1.8kg
21*% 10*18cm 3

WDJS-3/6 WDJS-3/12 WDJS-3/20
6 12 20
3 6 10
7 13 21
+30V, +1 %
+40%, £1%
2 SN AN
>40MQ
4s, 8s, 16s, 32s, 64s, 128s,
50ms~1000ms, 20 notches

4, secondary field decay curve

256s

1~100, optional
80dB ( S0Hz industrial interference)

Signal, quartz clock and
>1GB
USB
-10°C~+50°C, 95%RH
-20°C~+60C
Internal lithium battery
5.5kg 6.7kg
34% 30 *15cm? 34* 33 *17cm?3

7.0kg
40%* 33*]7cm?
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WDZ Sereis Rectifier Power

Rated voltage 220VAC

Rated power  1000W each file

Dimension 290 x 210 x 275 mm 3

Weight ok

Input power

Voltage accuracy
Current accuracy
Working temperature

Storing temperature

Dimension

Weight

WDZ Sereis Rectifier Power

50V, 100V, 200V, 300V, 500V, 700V, 900V, 1200V

0~4A(WDZ-3A), 0~6A(WDZ-5B), 0~10A(WDZ-10A),
0~15A(WDZ-15), 0~20A(WDZ-20)

3KW(WDZ-3A), SKW((WDZ-5B), 10KW(WDZ-10A),
15KW(WDZ-15), 20K W(WDZ-20)

+1% or 3LSB
+1% or 20LSB
-10C~50°C
-20°C~60°C

51#30%33cm’ (WDZ-3A)
57%36*35cm’ (WDZ-5B)

60#40*37cm’ (WDZ-10A)
72%44*44cm’ (WDZ-15)

72*44*44cm® (WDZ-20)

35kg (WDZ-3A)

45kg (WDZ-5B)

60kg (WDZ-10A)

95kg (WDZ-15)

107kg (WDZ-20)

* Field survey

Application of DC electrical method in prospecting hidden
veins around the rare metal deposit of Jiajika, China

e Metallogenic belts division map in studay area

* Anomaly map of apparent resistivity in Ronxuka area
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